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Abstract 

This report presents the results of a proposed multi-scale fusion-based single image de-hazing algorithm, which can 

also be used for underwater image enhancement. Furthermore, the algorithm was designed for very fast operation 

and minimal run-time. The proposed scheme is the faster than existing algorithms for both de-hazing and underwater 

image enhancement and amenable to digital hardware implementation. Results indicate mostly consistent and good 

results for both categories of images when compared with other algorithms from the literature.  

 

Keywords: Fractional order calculus-based multi-scale contrast operator; hybrid local-global contrast enhancement; 

underwater image enhancement processing; hazy image contrast enhancement; entropy guided fusion 

 

1. Introduction 

There are numerous algorithms for hazy and underwater images since both image groups share similar degradations 

such as low contrast, poor visibility in effect of suspended solids in fluids (air or water). These are primarily classified 

as restoration and enhancement-based approaches. Furthermore, a third category is the fusion-based methods, which 

is similar to a hybrid approach. Recently, there have been proposed algorithms involving deep-learning and 

convolutional neural networks for both underwater and hazy image processing. However, these are all usually highly 

complex approaches and are not normally suited to real-time operation or hardware implementation. Furthermore, 

such algorithms increasingly require a high degree of computational resources for operation. Additionally, results are 

not always commensurate to the level of complexity involved in the approaches. Thus, the proposed scheme aims to 

mitigate the issue of complexity, while improving or maintaining effectiveness. 
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2. Background 

For the hazy images the most popular restoration-based approach is the dark channel prior (DCP) de-hazing method 

by He et al [1], which has been modified in numerous ways and variants. A review of the DCP-based approaches can 

be found in work by Lee et al [2]. Others include [3] [4] [5] [6] [7] [8] [9] [10] [11] [7] [12] [4] [13] [14] [15] [16]. 

The enhancement-based methods include [17] [18] [19] [20] [3] [4] [5] [21] [22] [23]. More recent works include 

Artificial Multiple-Exposure Image Fusion (AMEF) de-hazing algorithm by Galdran [24] and deep learning and 

convolutional neural network architectures, which include works by [25] [26] [27] [28] [29] [30] [31] [32] [33] [34] 

[35] [36] [37] [38] [39] [40] [41] [42] [43]. 

 

Additionally, for underwater image enhancement popular  methods include those by Galdran et al [44], Li et al [45], 

Li and Guo [46], Zhao et al [47], Chiang and Chen [48], Wen et al [49], Serikawa and Lu [50], Carlevaris-Bianco et 

al [51], Chiang et al [52], etc. Also the enhancement-based approaches include those by Iqbal et al [53], Ghani and 

Isa [54], Fu et al [55], Gouinaud et al [56], Bazeille et al [57], Chambah et al [58], Torres-Mendez and Dudek [59], 

Ahlen et al [60] [61], Petit et al [62], Bianco et al [63], Prabhakar et al [64], Lu et al [65], Li et al [45] and Nnolim 

[66] [67]. Other algorithms include those by Prabhakar et al [64], Garcia et al [68], Rzhanov et al [69], Singh et al 

[70] and Fu et al [55].  

 

3. Proposed algorithm  

The proposed scheme combines a multi-scale fractional filtering operation with a decision-based scheme using entropy 

and standard deviation to maximize contrast enhancement. The multiscale structure decomposes the detail and 

approximation coefficients, enhancing the former while reducing the latter. This is performed in fractional calculus 

domain, which has advantages over conventional integer-order calculus. The details of the proposed algorithm [71] is 

shown in Fig.1.   
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Fig. 1. Proposed algorithm (PA) for enhancing hazy and underwater images  

 

 

3.1 Preliminary results 

The proposed scheme can be utilized in fractional high-pass filter (HPFC) or high-boost filter (HBFC) configurations. 

The former configuration leads to sharper edges but darker images, while the latter results in brighter images with 

moderately sharpened edges. In Fig. 2, a sample result of the algorithm is shown for high-pass and high-boost 

configurations.  

 

                              (a)                                                    (b)                                                 (c)                                     

Fig. 2. (a) Underwater image enhanced with (b) PA using high-pass and (c) high-boost fractional filter settings   

 

Enhanced image with fractional derivative-based RGB-IV-IRCES algorithm original image Enhanced image with fractional derivative-based RGB-IV-IRCES algorithm 



4 
 

4. Experiments  

Results are presented in Fig. 3, which contains results from [45], amended with results from [67] and PA and show 

that there is a considerable contrast and edge enhancement as details are seen much more clearly with minimal haze. 

For the fish image in Fig. 3, only results by Ancuti et al [72], Fu et al [55], Galdran et al [44], PDE-based PWL-

CLAHE (forward and reverse configuration) [67] and PA yield good results. The rest of the image results depict hazy, 

faded images with large degree of green colouration, while Li et al’s method [45] yields an image with reddish 

colouration, implying over-compensation of red channel in the processed image.  

 
KEY 

Enhanced image with fractional derivative-based RGB-IV-IRCES algorithm 
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Fig. 3. Figure from [45], amended with results from [67] and PA (a) Original Fish2 image processed with algorithms 

proposed by (b) Ancuti et al [72] (c) Fu et al [55] (d) Chiang and Chen [48] (e) He et al [1] (f) Carlevaris-Bianco et 

al [51] (g) Serikawa and Lu [50] (h) Galdran et al [44] and (i) Li et al [45] (j) PWL-CLAHE and (k) CLAHE-PWL-

AD configurations (l) PA 

 

Based on the results, the proposed algorithm yields finer, sharper edges and details with minimal intrinsic noise due 

to the fractional derivative ability. The visual results are mostly reflected in the quantitative metrics shown in Table 

1, with PA showing the highest AG values, indicating more visible edges and details especially on the rock face of 

the bottom left corner of the image (image(l)). However, PDE-GOC2-CLAHE yields the highest colourfulness (C) 

[73] and entropy while the method by Fu, et al gives best GCF value [74] (though there is over-exposure in the bright 

regions of the rock faces in image (c)). 

 

Table 1. Comparison of PA with various algorithms for Fish2 image 

Measure

s 

\Algos 

Ancuti 

[72] 

Bianco 

[51] 

Chiang 

[48] 

Fu  

[55] 

Galdra

n 

[44] 

He [1] Li 

 [45] 

Serikaw

a 

[50] 

(PDE-

PWL- 

CLAHE

) [67] 

PA 

Entropy 7.8438 7.1251 7.2986 7.862

8 

7.6376 7.4587 7.7168 7.4531 7.8945 7.2558 

GCF 9.5759 4.6944 3.9611 9.640

4 

8.7299 6.372 7.0632 4.9016 8.6257 6.9014 

C 54.570

4 

42.312

8 

54.897

5 

36.33

7 

64.030

9 

57.053

3 

63.849

8 

63.2207 77.5420 61.195

7 

AG 9.1638 4.1501 4.1285 9.473

2 

5.6937 5.174 7.6573 5.2034 10.4343 13.910

7 

 

In Fig. 4(1), PA yields similar results (though with much sharper edges and details) to methods by Iqbal and Ancuti 

et al [72], which yield best results both subjectively and quantitatively in the work by Yang and Sowmya [75]. 
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             (a)               (b)           (c)                  (d)                 (e)                  (f)                  (g)                (h)      

Fig. 4. Figure from Yang and Sowmya [75] amended with PA (a) Original images (b) He et al (c) Fattal et al (d) Tarel 

et al (e) Iqbal et al (f) Ancuti et al (g) PA (HBFC) (h) PA (HPFC) 

 

Table 2. Comparison of PA with various algorithms from (a) Yang and Sowmya [75] (b) & (c) Emberton 

et al [76]  

 

        Algos [75] 

Measures 

He et al Fattal Tarel et al Iqbal et al Ancuti et al PA 

(HBFC) 

PA 

(HPFC) 

CEF [73] 1.2461/ 

1.3997/ 

1.7631/ 

1.4651 

1.4884/ 

1.2338/ 

1.6396/ 

1.8201 

1.4204/ 

1.5814/ 

2.2850/ 

1.8838 

0.8304/ 

0.5785/ 

0.6372/ 

1.8447 

1.0733/ 

0.6542/ 

0.7347/ 

1.5900 

1.0729/ 

0.7474/ 

0.8519/ 

2.0880 

0.8791 

0.6261/ 

0.5079 

1.6936 

UIQM [77] 2.9156/ 

2.9680/ 

3.0227/ 

2.3403 

3.0770/ 

2.9539/ 

2.7092/ 

2.9490 

4.5862/ 

3.5435/ 

3.1818/ 

3.2217 

3.0701/ 

3.0145/ 

3.6372/ 

3.4328 

2.7267/ 

3.0207/ 

3.6981/ 

3.6369 

2.6546/ 

3.5242/ 

3.1641/ 

4.0026 

3.7747 

4.4788/ 

4.0996/ 

4.4907 

UCIQE [75] 0.5874/ 

0.5228/ 

0.4818/ 

0.5631 

0.6448/ 

0.5439/ 

0.6158/ 

0.6503 

0.5821/ 

0.5046/ 

0.5308/ 

0.5828 

0.7684/ 

0.6797/ 

0.5919/ 

0.7507 

0.8937/ 

0.8551/ 

0.7441/ 

0.8814 

0.7511/ 

0.7961/ 

0.8768/ 

0.8717 

0.8014 

0.6829/ 

0.9034 

0.6878 

 

However, the CEF gives counter-intuitive results where Iqbal, Ancuti and PA yield lower colourful values compared 

to methods by He, Fattal and Tarel. Nonetheless, we infer that the PA performs better in terms in subjective 

experiments since the method by Ancuti et al and Iqbal et al yield best results in terms of UCIQE. 

 

We also compare PA with the algorithms and figure from [43] in Fig. 5 and though PA does not yield the best visual 

result for all images, it performs comparatively well.  

Enhanced image with fractional derivative-based RGB-IV-IRCES algorithm 

Enhanced image with fractional derivative-based RGB-IV-IRCES algorithm 

Enhanced image with fractional derivative-based RGB-IV-IRCES algorithm 

Enhanced image with fractional derivative-based RGB-IV-IRCES algorithm 
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Figure 5. Figure from [43] amended with visual result of PA for comparison 

Enhanced image with fractional derivative-based RGB-IV-IRCES algorithm Enhanced image with fractional derivative-based RGB-IV-IRCES algorithm Enhanced image with fractional derivative-based RGB-IV-IRCES algorithm Enhanced image with fractional derivative-based RGB-IV-IRCES algorithm Enhanced image with fractional derivative-based RGB-IV-IRCES algorithm Enhanced image with fractional derivative-based RGB-IV-IRCES algorithm 

(o) PA 
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The algorithms listed in [43] include Contrast Limited Adaptive Histogram Equalization (CLAHE), Retinex, White 

balance, combined Methods of He et al, Zhu et al and Non-local de-hazing, deep neural network-based schemes such 

as DehazeNet, cycle-consistent adversarial networks (CycleGAN), Li’s method and the adjusted CycleGAN to 

compute structural similarity index metric (SSIM) loss (CycleGAN+SSIM Loss size). It should be noted that several 

of these algorithms possess high computational and structural complexity. Furthermore, since no run-time is provided 

for several of these algorithms, it is difficult to compare their execution time. 

 

The proposed approach (PA) is much more vivid as it enhances edges and avoids discolouration of sky regions as seen 

in the Tiananmen image in Fig. 6. Best results are observed for PA, Ren, et al [16], Zhu, et al [78] and He et al [1] 

(has halos) followed by PDE-GOC-SSR-CLAHE [22] (has some halos) and PDE-IRCES [23] (no halos but under-

enhanced in some regions). The method by Tarel and Hautiere [79] shows over-enhancement of edges and 

discolouration of sky region similarly to PDE-IRCES. The method by Ren, et al shows sharpened features without 

sky discolouration or over-enhancement similar to Zhu, et al (which is darker). The PDE-GOC-SSR-CLAHE yields 

considerable detail in non-homogeneous regions, while PA yields the highest detail and edge enhancement without 

sky discolouration or halo effects. Ju et al, yields excessive enhancement of contrast and colour distortion. AMEF 

yields a dull image and increasing the clip limit will yield similar results to Ju et al.  

 

The same is observed for the toys image in Fig. 7 as the image obtained from PA has the most enhanced edges and 

details compared to the other results. The PDE-GOC-SSR-CLAHE gives best local contrast enhancement, followed 

by the DCP method by He et al, and the methods by Wang, et al [80], Ren et al, Dai, et al [81] and Zhu, et al. The rest 

of the other image results are faded and still contain a reasonable amount of haze or have colour distortion or saturation 

with minimal edge enhancement. AMEF yields a cloudy image with halos clearly visible, while PA enhances edges 

with adequate de-hazing and no halos. 

 

For the mountain image in Fig. 8, the method by Tarel and Hautiere yields over-enhanced image, while Wang et al 

(more halos) and PDE-Retinex (less halos) yield bright images. The same with PDE-IRCES (no halos) and Galdran 

et al (more retained fog), while PA subtly de-hazes the image with some brightness to avoid darkening as this is one 

of the more difficult images. 
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For the canyon image in Fig. 9, Ren et al, Zhu e tal, He et al, PDE-Retinex, PA and PDE-IRCES yield best contrast. 

Method by Nishino et al yields over-enhanced image with artificial look. The method by Fattal and Tan indicate 

moderate de-hazing. 

 

For the pumpkins image in Fig. 10, there are generally good results in most cases in terms of visibility improvement. 

However, Ren et al and Dong et al, Fattal, He et al, and PDE-Retinex give best results. This is followed by Zhu et al, 

Yeh et al, Ancuti et al, Kratz and Nishino, PDE-IRCES and PA. However, Ren, Zhu, He, PDE-Retinex, PA and PDE-

IRCES yield best contrast (in terms of objective metrics in Table 3).  

 

For the city1 image in Fig. 11, Tarel et al and Nishino et al yield over-enhanced images. The method by Galdran et al 

and Dai et al yield images with faded colours and near-white background in the upper, sky region. He et al (visible 

halos and darkened regions) and PDE-Retinex yield images with enhanced sky regions. PDE-IRCES and PA yield 

adequately sharpened images with minimally enhanced sky regions with no halos. Ren et al and Wang and He yield 

images with burnt appearance, while Zhu et al gives a dark image.  

 

For the train image in Fig. 12, Most results are generally good. However, Ren et al and Zhu et al yield images with 

poor visibility restoration. The PDE-Retinex, PDE-IRCES and PA give the highest contrast enhancement and RAG 

value in Table 3.   

 

                 (a)                                   (b)                                     (c)                                    (d) 

   

                               (e)                                   (f)                                      (g)                                    (h)          

Enhanced image with fractional derivative-based RGB-IV-IRCES algorithm 
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                (i)                                    (j)                         

Figure 6. (a) Original hazy image (b) Tarel, et al (c) Zhu, et al (d) PA (e) PDE-IRCES (f) He, et al (g) PDE-GOC-

SSR-CLAHE (h) Ren et al (i) AMEF (j) Ju et al 

 

 
                (a)                                    (b)                                       (c)                                   (d)                                            

 

             (e)                                      (f)                                      (g)                                   (h) 

 

             (i)                                      (j)                                     (k)                                    (l)             

       

 (m)         

Figure 7. (a) Original hazy image (b) Tarel, et al [79] (c) Dai et al [81] (d) PA (e) He et al [1] (f) Nishino, et al [82] 

(g) PDE-GOC-SSR-CLAHE [22] (h) PDE-IRCES [23] (i) Galdran, et al (EVID) [11] (j) Wang & He [80]  (k) Zhu, et 

al [78] (l) Ren, et al [16] (m) AMEF 

 

Enhanced image with fractional derivative-based RGB-IV-IRCES algorithm 
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     (a)                         (b)                         (c)                         (d)                        (e) 

  

       (f)                        (g)                         (h)                        (i)                            (j)  

     

(k)                                 

Figure. 8 (a) Original hazy image (b) Tarel et al (c) He et al (d) Nishino et al (e) PDE-IRCES (f) Galdran et al (g) 

Wang & He (h) PDE-Retinex (i) Ren et al (j) Zhu et al (k) PA 

 

 

 

          (a)                       (b)                        (c)                        (d)                       (e)                           

             

         (f)                        (g)                       (h)                         (i)                       (j)  
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                       (k)                

Figure. 9 (a) Original hazy image (b) Fattal (c) Tan (d) Yang et al (e) PDE-IRCES (f) Nishino et al (g) Zhu et al (h) 

He et al (i) PDE-Retinex (j) Ren et al (k) PA 

 

 

 

                             (a)                                            (b)                                          (c) 

 

                              (d)                                            (e)                                          (f) 

  

     (g)                                           (h)                                           (i)     

 
     (j)                                          (k)                                             (l)  

Figure. 10 (a) Original hazy image (b) Fattal (c) Dong et al (d) He et al (e) Yeh et al (f) PDE-Retinex (g) Kratz and 

Nishino (h) Ancuti et al (i) Ren et al (j) Zhu et al (k) PDE-IRCES (l) PA1 (m) PA2 
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          (a)                       (b)                       (c)                      (d)                       (e)                           

  

                  (f)                       (g)                       (h)                         (i)                         (j) 

             

                    (k)                      (l)                             

Figure. 11 (a) Original hazy image (b) Tarel et al (c) He et al (d) PDE-Retinex (e) Zhu et al (f) Nishino, et al (g) 

Galdran et al (h) Wang & He (i) Dai et al (j) Ren et al (k) PDE-IRCES (l) PA 

 

 

 

                               (a)                                          (b)                                            (c) 
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                               (d)                                          (e)                                            (f) 

 
     (g)                                           (h)                                           (i) 

 

                                             (j)                                           (k)                                             (l) 

  

                                                                    (m)                                          (n)  

Figure. 12 (a) Original hazy image (b) He et al (c) Tarel et al (d) Meng et al (e) Gibson et al (f) Galdran et al (g) Dai 

et al (h) PDE-Retinex (i) Fattal (j) Lu et al (k) Ren et al (l) Zhu et al (m) PDE-IRCES (n) PA 

 

We also compare results of PA with those of the original DCP algorithm by He et al, which uses soft matting. The 

results are shown in Fig. 13 with images from the paper [1] amended with the visual results of PA. Based on the visual 

comparisons, PA yields comparable results with minimal runtime compared with the DCP algorithm. Thus, since the 

average runtime of PA is less than a second, the runtime of the original DCP algorithm is about 30 times that of the 

PA. This makes PA a viable option for hardware implementation for real-time operation and integration.  

Enhanced image with fractional derivative-based RGB-IV-IRCES algorithm 
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(a) 

 

(b) 

Figure 13. (a) Visual comparison of PA with original DCP algorithm using soft matting (b) Key to figures  

 

 

5. Conclusion 

This report has presented the results of a fractional multi-scale, fusion-based hazy and underwater image enhancement 

algorithm. The algorithm is of greatly reduced computational complexity when compared with algorithms from the 

literature. The proposed approach has been compared with numerous images and algorithms from the literature and 

shows consistently good results.  
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